
 

SAFETY, STRUCTURES AND FIRE DEPARTMENT 
Reaction to fire 
 

 

  
 

REACTION TO FIRE CLASSIFICATION REPORT  
No. RA11-0178 

ACCORDING TO THE EUROPEAN STANDARD  
NF EN 13501-1 

Notification by the French Government to the European Commission under no 0679. 
Seule la version française fait foi. 

The french version is legally acceptable 

Product standard 
NF EN 13245-2: “Unplasticized poly(vinyl chloride) (PVC-U) profiles for building applications 
(Part 2: PVC-U profiles and PVC-UE profiles for internal and external wall and ceiling finishes)” 

Owner: GROSFILLEX 
ARBENT 
01100 OYONNAX  
FRANCE 

Commercial brand(s): AMBIANCE 
SCENARIO 
LAMBRIS PVC 
TOPLINE 3000 
EXA DECO 2 
DECORATION 2 
GX PRO ALTO 
LINE 100 
EVOLUTION 3000 
COTTAGE 
EXAPAN TOP 
LAMBRIS PVC 

LAMBRIS PVC 2000 
ATTITUDE 
ELEMENT 
ALLURE 
LINE 2000 
LINE 3000 
COUNTRY 
LAMBRIS GO 
CASSIOPEE 
PIXEL IT 
EASYTOP 
REVETEMENT DECORATIFS INTERIEURS 

Manufacturing unit(s):  GROSFILLEX 
ARBENT 
01100 OYONNAX  
FRANCE 

Brief description: Double wall rigid profile made of polyvinyl chloride 
(see detailed description in paragraph 2) 

Date of issue: March 08th, 2012 

The indicated classification does not prejudge the conformity of marketed materials with the samples submitted to the tests 
and under no circumstances, this document should not be considered as type approval or certification of the product in the 
sense of the L 115-27 article of the consumption’s code and of the law dated June 3rd, 1994. 
If this report is being issued by e-mail and/or on an electronic medium, only the hard copy of the report signed by CSTB shall 
prevail in the event of a dispute. 
The reproduction of this classification report is only authorised in its integral form.  
It comprises 7 pages. 
 

Addition of the matter reference “6008” for the “LAM 4” and “E4” references. 
The document no. RA11-0178 dated March 08th, 2012 cancels and replaces  
the document no. RA11-0178 dated July 11th, 2011. 
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1. Introduction 

This classification report defines the classification assigned to the above-mentioned product(s) in 
accordance with the procedures given in the NF EN 13501-1 standard. 

2. Product description 

Double skin rigid profile made of non-plasticized extruded polyvinyl chloride and mineral fillers. 

Nominal linear masses: from 150 to 652 g/m. 
Nominal weights per unit area: from 1286 to 1728 g/m2. 
Nominal thicknesses of the skins on the visible side: from 0.35 to 0.5 mm. 
Nominal thicknesses of the skins on the non-visible side: from 0.25 to 0.4 mm. 
Nominal thicknesses of the internal partitions: from 0.25 to 0.4 mm. 
Overall nominal thicknesses: from 5 to 8 mm. 
Nominal widths of profiles: from 100 to 375 mm.  
Colours: various. 

3. Tests reports and tests results in support of this classification 

3.1 Tests reports 

Name of 
laboratory 

Name of sponsor 
Test 

identification 
Test report 

Nos. 
Test method 

CSTB GROSFILLEX 
ARBENT 
01100 OYONNAX  
FRANCE 

ES541110559 RA12-0067 EN ISO 11925-2 
EN 13823 

ES541100692 RA11-0178 EN ISO 11925-2 
EN 13823 

ES541100447 - EN 13823 

ES541090597 - EN 13823 

ES541090347 - EN 13823 
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3.2 Tests results 

Test method Product 
Number 
of tests 

Parameters 

Results 

Compliance 

parameters 

EN ISO 11925-2 
30s surface exposure 

AMBIANCE 
7365 

Relief UR375 
6 

Fs > 150 mm 
Filter paper 

Not reached 

Not ignited 

EN ISO 11925-2 
30s edge exposure 

AMBIANCE 
7365 

Relief UR375 
6 

Fs > 150 mm 
Filter paper 

Not reached 
Not ignited 

EN ISO 11925-2 
30s surface exposure 

LINE 100 6 
Fs > 150 mm 
Filter paper 

Not reached 

Not ignited 

EN ISO 11925-2 
30s edge exposure 

LINE 100 6 
Fs > 150 mm 
Filter paper 

Not reached 
Not ignited 

 

Test 
method 

Product 
Number of 

tests 
Parameters 

Results 

Continuous 
parameters : 
mean value 

Compliance 
parameters 

EN 13823 

E1 
Relief V350 

5 

FIGRA0.2MJ(W/s) 
FIGRA0.4MJ(W/s) 

LFS 
THR600s(MJ) 

168.9 
167.8 

- 
4.4 

- 
- 

Not 
reached 

- 

SMOGRA(m²/s²) 
TSP600s(m²) 

140.4 
127.9 

- 
- 

Flaming droplets 
or debris 

- None 

AMBIANCE 
7365 

Relief UR375 
3 

FIGRA0.2MJ(W/s) 
FIGRA0.4MJ(W/s) 

LFS 
THR600s(MJ) 

187.5 
171.2 

- 
5.2 

- 
- 

Not 
reached 

- 

SMOGRA(m²/s²) 
TSP600s(m²) 

188.8 
231.8 

- 
- 

Flaming droplets 
or debris 

- None 

 (-) means: not applicable 
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3.2 Tests results (continuation) 

Test 
method 

Product 
Number of 

tests 
Parameters 

Results 

Continuous 
parameters : 
mean value 

Compliance 
parameters 

EN 13823 LINE 100 3 

FIGRA0.2MJ(W/s) 
FIGRA0.4MJ(W/s) 

LFS 
THR600s(MJ) 

220.0 
215.2 

- 
6.8 

- 
- 

Not 
reached 

- 

SMOGRA(m²/s²) 
TSP600s(m²) 

125.3 
178.4 

- 
- 

Flaming droplets 
or debris 

- None 

3.3 Additional tests 

Test 
method 

Product 
Number of 

tests 
Parameters 

Results 

Continuous 
parameters 
mean value 

Compliance 
parameters 

EN 13823 

E3 
Relief J375 

1 

FIGRA0.2MJ(W/s) 
FIGRA0.4MJ(W/s) 

LFS 
THR600s(MJ) 

173.4 
173.4 

- 
5.5 

- 
- 

Not reached 
- 

SMOGRA(m²/s²) 
TSP600s(m²) 

163.0 
184.3 

- 
- 

Flaming droplets 
or debris 

- None 

E4 
Relief U100 

1 

FIGRA0.2MJ(W/s) 
FIGRA0.4MJ(W/s) 

LFS 
THR600s(MJ) 

214.9 
185.7 

- 
4.7 

- 
- 

Not reached 
- 

SMOGRA(m²/s²) 
TSP600s(m²) 

152.7 
150.7 

- 
- 

Flaming droplets 
or debris 

- None 

E5 
Relief V375 

1 

FIGRA0.2MJ(W/s) 
FIGRA0.4MJ(W/s) 

LFS 
THR600s(MJ) 

198.8 
192.9 

- 
4.9 

- 
- 

Not reached 
- 

SMOGRA(m²/s²) 
TSP600s(m²) 

142.6 
152.6 

- 
- 

Flaming droplets 
or debris 

- None 

(-) means: not applicable 
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3.3 Additional tests (continuation) 

Test 
method 

Product 
Number of 

tests 
Parameters 

Results 

Continuous 
parameters 
mean value 

Compliance 
parameters 

EN 13823 

LAM 4 
Relief U375 

1 

FIGRA0.2MJ(W/s) 
FIGRA0.4MJ(W/s) 

LFS 
THR600s(MJ) 

190.3 
178.0 

- 
2.9 

- 
- 

Not reached 
- 

SMOGRA(m²/s²) 
TSP600s(m²) 

202.2 
143.6 

- 
- 

Flaming droplets 
or debris 

- None 

LAM 15 
Relief U375 

1 

FIGRA0.2MJ(W/s) 
FIGRA0.4MJ(W/s) 

LFS 
THR600s(MJ) 

209.3 
202.0 

- 
4.1 

- 
- 

Not reached 
- 

SMOGRA(m²/s²) 
TSP600s(m²) 

194.8 
178.3 

- 
- 

Flaming droplets 
or debris 

- None 

CASSIOPEE 
Relief J250 

1 

FIGRA0.2MJ(W/s) 
FIGRA0.4MJ(W/s) 

LFS 
THR600s(MJ) 

208.0 
200.7 

- 
5.7 

- 
- 

Not reached 
- 

SMOGRA(m²/s²) 
TSP600s(m²) 

203.0 
188.2 

- 
- 

Flaming droplets 
or debris 

- None 

(-) means: not applicable 
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4. Classification and direct field of application 

4.1 Reference of the classification 

This classification has been carried out in accordance with clauses 11.5, 11.9.4 and 11.10.1 of 
the NF EN 13501-1 standard. 

4.2 Classification 

Fire behaviour  Smoke production  Flaming droplets or debris 

C - s3 , d0 

 

Classification: C - s3, d0 / DVG 

 

4.3 Field of application 

This classification is valid for the following product parameters:  

-  The products described in paragraph 2 and listed in page 7. 

-  A range of nominal weights per unit area from 1286 to 1728 g/m2. 

- A range of nominal linear masses from 150 to 652 g/m. 

- A range of nominal thicknesses of the skins on the visible side from 0.35 to 0.5 mm. 

- A range of nominal thicknesses of the skins on the non-visible side 
from 0.25 to 0.4 mm. 

- A range of nominal thicknesses of the internal partitions from 0.25 to 0.4 mm. 

- A range of overall nominal thicknesses from 5 to 8 mm. 

- Any types of orientation of PVC profiles. 

-  Various colours. 

 

This classification is valid for the following end use conditions:  

-  The product glued (silicone applied at a rate of 170 g/m2) on any A1 or  
A2-s1,d0 class substrate with a density ≥ 700 kg/m3. 

- Without air gap. 

Champs-sur-Marne, March 08th, 2011 

The Technician 
Responsible for the test 

 
Mohamed EL FAGUI 

The Head of Reaction to Fire  
laboratory 

 
 

Gildas CREACH 
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Table - Characteristics of the different products 
 

Tests reference Aspect 
Profile 
width  
(mm) 

Overall 
thickness 
(mm) 

Linear 
mass 
(g/m) 

Skin 
thickness 
(mm) 

Skin thickness 
non-visible side 

(mm) 

 
Internal 
partitions 
thickness 
(mm) 

weight per 
unit area 
(g/m²) 

Matter references Commercial brand 

7365 
UR375 
8 mm 

375 8 648 0.5 0.4 0.4 1723 

6314 or 7365 for 
the white colour  
6068 for the 
coloured 

Ambiance 

E3 
J375 
8 mm 

375 8 652 0.5 0.4 0.4 1728 

Scenario, Lambris PVC,  
Topline 3000, Exa deco 2, 

décoration 2,  
revêtement décoratifs intérieurs,  

gx pro alto, Exapan top 

E5 
V375 
8 mm 

375 8 590 0.45 0.35 0.35 1573 
Evolution 3000, Lambris PVC, 
Lambris PVC 2000, Attitude, 

Element 

LAM 15 
U375 
8 mm 

375 8 590 0.45 0.35 0.35 1573 
 

CASSIOPEE 
J250 
5 mm 

250 5 415 0.5 0.3 0.3 1660 Cassiopée, Pixel it 

E1 
V350 
5 mm 

350 5 435 0.35 0.25 0.25 1286 Easytop, cottage 

E4 
U100 
8 mm 

100 8 150 0.35 0.25 0.25 1500 6314 or 7365 or 
6008 for the white 

colour 
6068 for the 
coloured 

Line 100 

LAM 4 
U375 
8 mm 

375 8 590 0.45 0.35 0.35 1573 
Allure, Line 2000, Line 3000, 

country, lambris go 

………………………………………………………………………………………..END OF THE CLASSIFICATION REPORT 


